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Operating Instructions

1. Be sure the machine is unplugged, and the main switch is on
“O” (off) before filling the reservoir.

2. Pour the soft-serve product into the reservoir taking care not to
fill the bowl beyond the max. level indicated on the bowl.

3. Put the lid on the machine. The machine will not run unless the
lid is correctly positioned on the reservoir bowl. Machine status
display will show a 4 if lid is not in position.

4. Plug in the machine and set the power switch to “I” (on)
5. Set the refrigeration switch to “l” (chilling position)
6. Set the mixer switch to “l” (the ice cream position)
7. The consistency of the product can be regulated with the arrows

to either side of the machine status display. The      arrow will
make the product thicker; the     arrow will make the product
thinner.

8. Before dispensing, press the easy dispensing accelerator button,
located on the front of the machine, on the right, just below the
reservoir bowl.

9. Dispense product by pulling the lever forward & down.
NOTE: Ice Cream dispenses slowly.

Customer Instructions
Soft Serve Ice Cream Machine

A to Z Equipment Rentals & Sales - 4 locations in the Phoenix Arizona Metro Area
If you like this piece of equipment,  inquire about purchasing it !

If equipment does not work properly, notify office at once -
• Phoenix, 602-955-5100  • North Valley, 602-992-1150 • East Valley, 480-635-3899 • West Valley, 623-925-0200 •
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• Plug machine into a properly grounded outlet only.
• It is forbidden to use extension cords of any type.
• There must be 10” of clearance above the machine
• This machine only works with the soft-serve ice cream mixes purchased

from A to Z.
• Pre-chill the ice cream mix in the refrigerator to speed up the process.
• You must make more product when you can see any of the chill cylinder

exposed

defrosting

Cleaning Instructions

1. With the machine on, set the refrigeration switch to “O” (off position)
2. Dispense any remaining product into a container until the reservoir

bowl is empty.
3. After using, pour enough warm water into machine to cover the

fill the reservoir. Run machine for about 2 minutes, then drain
out water thru the product dispenser. Cleaning charges will apply
if this is not done.


